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Specifications

VWR SB70P

pH
Benchtop Meter ( cat. No.11388-354 )
Benchtop Meter Kit ( cat. No. 11388-368 )

Top - of -the -line features at an

price affordable
Easy to use, 3 -button function

SMART STABILITY and SMART AVER-

AGING functions for automatically
precision and

optimized accuracy,
response time

Sorage of up to 10 password pro-
tected methods for easy retrieval of

operation procedures

Convenient, built-in Quick-Sart Guide
Auto - recognition of standards and

custom buffers

Smultaneous display of pH and tem-

perature measurements
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Specifications

pH

Readout Range / Resolution
Relative Accuracy

SMART STABILITY™ and SMART AVERAGING™
AUTO-CAL™ and/or Manual Calibration
my

Fange - mV / RmV

ORP

Resalution

Relative Accuracy

Temperature

Range { Resolution

Relative Accuracy

Temperature Compensation
Display

Inputs/Outputs

Sensor Inputs

Communications

Special GLP Software Features
# (f Data Logging Points
Calibration Log

User Method Storage

Advanced Self-test and Diagnastics
GLP Electrode Verification
Password Protection

Intemet Software Updates / Downloadable Methads

-2.000 t0 19.999 or 0 to 141in aquaous solutions /0.10.01,0.001
+0002
Resolution dependent / automtic

10 & points; US/MIST, DIN, and custorn buffers recognized

+1999.9

E, autocalibration to standard hydrogen electrode
01

+0.2mY or 0.08%, whichever is greater

Sto105°C/ 0.1 upto99.9°C, 1.0over89.9°C
£0.1°C

Auto/Manual

Custom backlit LCD, for easy viewing

pH - BNC; ATC-miniDIN-Locking; Reference-Fin tip; StimerFhono-jack
Bi-directional RS232 - Stereo jack, optional USB interface Cable

200 points by time, stability or manual read with time,date stamp
Last 10 Calibrations

10 Saved

YES

YES

YES

YES

Power Universal power adapter and battery power 4 x AA batteries
Regulatery and Safety CE, CSA, UL, TUV, FCC Class A limits
Environmental Operating Conditions
Ambient Operating Temperature Btods C
Relative Humidity 5 to 85% Non-Condensing
IF Rating 154, splashproof and dustproof
Warranty 36 months {from date of purchase)
00 ) rto+a &+ (
Lo
% & " () (&+,- &
" )
% - &
% - -, - &
% o,- &

VWR®&

Supplier Partnerships for Customer Solutions



SB70D

Dissolved Oxygen
Benchtop Meter ( cat. N0.11388-350 )

Benchtop Meter Kit ( cat. No. 11388-364 )

Enhanced stability indicators, salinity
correction and automatic barometric

pressure compensation

SMART STABILITY and SMART AVER
AGING functions for automatically
optimized accuracy, precision and

response time

Sorage of up to 10 password pro-
tected methods for easy retrieval of

operation procedures

Dissolved oxygen calibration to the

Winkler Titration for BOD

Stirrer & AUTO-STIRw probe control
Smultaneous display of DO and tem-

perature measurements
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SB70C

Conductivity
Benchtop Meter ( cat. N0.11388-352 )
Benchtop Meter Kit ( cat. No. 11388-366 )

Easy to use meter provides reliable
accurate conductiv-
ity ,resistivity ,salinity TDS and tem-
perature measurements for soil and
water analysis application
SMART STABILITY and SMART AVER
AGING functions for automatically
optimized accuracy, precision and
response time
Sorage of up to 10 password pro-
tected methods for easy retrieval of
operation procedures
Meets all U.S Pharmacopeia ( USD )
requirements
Auto stirrer control
Smultaneous display of pH and tem-
perature measurements 95
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SP70P

pH
Benchtop Meter ( cat. N0.11388-326 )
Benchtop Meter Kit ( cat. No. 11388-340)

Durable ,waterproof IP67 meter stands
up to the most demanding over 2,000
hours of continuous operation

Easy to use, 3 -button function

Ergonomic design for comfortable

handling

SMART STABILITY and SMART AVER-

AGING functions for automatically

optimized accuracy, precison and

response time

Sorage of up to 10 password pro- 0" ) . + a & +*( (
tected methods for easy retrieval of
operation procedures

Smultaneous display of pH and tem-

perature measurements 6
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SB70D

Disolved Oxygen
Benchtop Meter ( cat. N0.11388-322 )
Benchtop Meter Kit ( cat. No. 11388-336 )

Durable ,waterproof IP67 meter stands

up to the most demanding over 2,000

hours of continuous operation

Ergonomic design for comfortable

handling

Salinity correction and automatic baro-

metric pressure compensation

SMART STABILITY and SMART AVER-

AGING functions for automatically

optimized accuracy, precison and

response time 0" ) oo+ & & v (0 (
Sorage of up to 10 password pro-
tected methods for easy retrieval of
operation procedures

Smultaneous display of pH and tem-

perature measurements - &
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SP70C

Conductivity
Benchtop Meter ( cat. N0.11388-324 )
Benchtop Meter Kit ( cat. No. 11388-338)

Durable ,waterproof IP67 meter

stands up to the most demanding

over 2,000 hours of continuous op-

eration

Easy to use meter provides reliable

accurate conductiv-

ity ,resistivity ,salinity TDS and tem-

perature measurements for soil and

water analysis application

SMART STABILITY and SMART AVER

AGING functions for automatically

optimized accuracy, precision and

response time o' ) v + & & +* (|
Sorage of up to 10 password pro-
tected methods for easy retrieval of
operation procedures

Hexible direct and auto recognition
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SB80PI

Ph/ISE
Benchtop Meter ( cat. N0.11388-348 )

Benchtop Meter Kit ( cat. No. 11388-362 )

Easy to use, 3 -button function

SMART STABILITY and SMART AVER
AGING functions for automatically
optimized accuracy, precision and

response time

Sorage of up to 10 password pro-
tected methods for easy retrieval of

operation procedures

Accepts ISFET ( lon Selective Feld

Efect Transistor ) electrodes

Smultaneous display of pH and tem-

perature measurements
Auto stirrer control
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SB8OPI

Ph/ISE
Benchtop Meter ( cat. N0.11388-348 )
Benchtop Meter Kit ( cat. No. 11388-362 )
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